


Olympic Gold Half-Size Elec Convection Oven

Model TG50

NOTE: All Figures In Parentheses Are In Millimeters.

MODELS: 0 TG50

NOTE: Not for Scale. For Dimensional Purposes Only.
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Model Oven Interior Pan Clearance Crate Size Cubic Crated
©9€'S " ['Width | Depth | Height| Width | Depth | Width | Height ] Depth| Volume | Weight
TG50 15.8" | 21.3” 20" 13" 21" 53" | 45.5” 45" 62.8 cu. Ft | 420 Ibs.
(400) | (540) | (508) | (330) | (553) | (1346) | (1157) | (1144) | 1.78 cu.m. | 191 kg
UTILITY INFORMATION: Electrical Amps Per Line
ELECTRIC: Data 1 phase 3 phase
O Standard: '/s horsepower, 2-speed motor 1725/1140 rpm (Each Oven) \oltage X 1Y | Z |Nuet
7.5 KW 208 VAC, 60 HZ 36 |24 2421 0
Heating 220-240 VAC, 50 HZ 31 20120 | 18 0
Elements 240 VAC, 60 HZ 33 21 121 | 19 0
And 380/220 VAC, 50 HZ 20 12 | 12 | 14 4
Controls 415 240 VAC, 50 HZ 34 "1 |12 4
480 VAC, 60 HZ 18 11|11 9 0

Construction (bidding) specifications: Q

Commercial Electric Convection Oven -

1 Exterior Finish:Oven front, sides and top, Stainless Steel. Back

aluminized steel.

J Door:.Single oven door operated by a single handle. Stainless Steel
interior and exterior. Heavy-duty welded steel frame. /5" diameter
pivot rod with hinge pins, field reversible door, top and bottom door
latches.
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d Oven Interior:Porcelain enamel finish.

J Rack and Rack Guides:Bright plated heavy duty removable wire
rack guides spaced on 15/s" centers offer 11 different rack positions.
Five bright plated heavy-duty wire racks provided with each oven.
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d Blower Fan and Motor /3 hp. 2-speed motor, 1725/1140 r.p.m. Motor
mounted to right side.

Oven Heating:Oven heating is regulated by an adjustable solidstate
thermostat control. Blower fan circulates air within the cavity scrub-
bing heat from the electric heating elements and transferring heat to
the oven interior for even heat distribution within the cavity. Manual
reset high limit temperature control protects the oven from overheat
condition.

Control Panel: Located on front, at right side of oven, away from heat
zone. Panel hinges down for easy servicing.

Leg Options: 26” legs with casters or flanged feet, stand or stand
with pan slides underneath.

Oven cannot be operated without fan in operation.

MISCELLANEOUS INFORMATION

I Clearances from combustibles: Top-0", bottom-0", right side-0", left-0".
Id Check local codes for fire and sanitary regulations.

INTENDED FOR COMMERCIAL USE ONLY. NOT FOR HOUSEHOLD USE.

Toastmaster, in line with its policy to continually improve its product, reserves the right to change materials or specifications without notice. Such
revisions do not entitle the buyer to corresponding changes, improvements, additions, or replacements for previously purchased equipment.
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